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Fast Heating

Low Noise

Wi-Fi Control

R32 Refrigerant

High Energy
Efficiency

Constant Water
Temperature

FullDCInverterPoolHeatPump- ABSCasing
R32Gas- Heating&Cooling
MitsubishiCompressor -EEVGasControl -Wi-Ficontrol
5 yearwarrantyoncompressorandheat exchanger

Model 50SP/R4INV 70SP/R4INV 90SP/R4INV 110SP/R4INV 150SP/R4INV 180SP/R4INV

Hea�ng Capacity (kW) 1.50~5.50 1.50~7.20 1.80~9.5 2.80~11.5 3.50~15.3 4.35~18.0
Power Input (kW) 0.104~0.90 0.106~1.12 0.124~1.46 0.193~1.79 0.243~2.41 0.306~2.83

COP 14.42~6.11 14.15~6.43 14.52~6.51 14.51~6.42 14.40~6.35 14.22~6.36

Hea�ng Capacity (kW) 1.1~3.9 1.30~5.40 1.50~7.9 2.21~8.23 2.95~11.15 3.42~13.33
Power Input (kW) 0.138~0.75 0.168~1.102 0.194~1.491 0.283~1.614 0.386~2.226 0.453~2.693

COP 7.97~5.20 7.74~4.9 7.73~5.3 7.81~5.10 7.64~5.01 7.55~4.95

Advised Pool Size (m3) 10~25 15~30 20~40 25~50 35~65 40~75
Max Power Input (kW) 1.31 1.61 1.75 2.3 3.2 3.9

Max Current (A) 5.95 7.32 7.95 10.5 14.5 17.7
Wifi Control

Controller

Power Supply

Water Temp. Hea�ng Mode (℃)

Water Temp. Cooling Mode (℃)

Running Ambient Temp. (℃)
Refrigerant

Compressor Type

Compressor Brand

Gas Control

4-Way Valve

Fan Quan�ty

Heat Exchanger

Water Pipe Connec�on (mm)

Casing Material

Noise Level at 1m dB(A) 37~47 38~48 39~49 41~51 42~52 43~53
Noise Level at 10m dB(A) 17~27 18~28 19~29 21~31 22~32 23~33

Water Flow (m³/h) 2.2~3.2 3.1~4.2 3.5~5.5 4.1~6.2 5~7.2 6~8.2
Water Pressure Drop (kPa) 9 16 26 28 30 31
High Pressure Protec�on Yes Yes Yes Yes Yes Yes

Net Weight (kg) 33 36 39 49 56 62
Net Dimension (mm)

LED
Yes

15~40

8~28

-10~43

R32

Rotary

Mitsubishi
EEV (Electronic Expansion Valve)

Yes

ABS Casing

1

Titanium in PVC

50

Hea�ng Condi�on#1: Ambient 26℃ , Inlet/Outlet: 26/28℃ , Humidity 80%

Hea�ng Condi�on#2: Ambient 15℃ , Inlet/Outlet: 26/28℃ , Humidity 70%

General Info

896*353*644

220V~240V/1ph/50Hz

980*353*660

Wir leben
Wasser


